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EVOLUTION IN LAMINATIONR





Innovation:
• Performances
• Drying system technology
• Coating Head technology
• Electric-Electronics
• UV-EB



Innovation:
• Performances



What is Performance?

Just Speed?Productivity?



Productivity



Productivity



Productivity



Productivity



Innovation:
• Drying system technology



• Importance of Lay Out.
• Dimensions.
• Modular Groups.
• High Quality components.

• Efficiency of heat exchange.
• Perfect drying.
• No negative impacts on 

quality .

Four Basic 
Rules

Three tasks

Nordmeccanica Technology



Horizontal Lay-Out

Vertical Lay-Out

LAY OUT 



DIMENSIONS



MODULAR SECTIONS



Quality Components



T

L

Traditional heating technology



T

L

Nordmeccanica technology



BI-LATERAL HEATING
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•High efficiency Heath Exchange in drying chambers.

•Air recirculation up to 40% (Gas Burner) automatically 
controlled and safely regulated by means of IR LEL Sensor.

LOW ENERGY CONSUMPTION



Air Out
Air In

L.E.L.

M

Air In

L.E.L.

MSuperCombiSuperCombiCombi

Note: parts          are optional; parts         at customer care.



Air Out

Chamber # 1 – 8,000 m3/h (4,700 cfm)

Air In

L.E.L.

M

Air In

L.E.L.

M

Note: 

Parts

are optional;

parts        

at customer care.

Chamber # 2 – 8,000 m3/h (4,700 cfm)
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Air Out

Chamber # 1 – 9000 m3/h (5300 cfm)

Air In

L.E.L.

M

Air In

L.E.L.

M

Pre-Heat

Exhaust

Air In

4000 m3/h (2355 cfm)
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Chamber # 2 – 9000 m3/h (5300 cfm)



Innovation:
• Coating Head technology



Coating Heads
Every Nordmeccanica 
“COMBI” machine comes 
equipped with an 
interchangeable coating 
head technology 



Rotogravure

• Coating system: Rotogravure, positive blade. 

• Speed: 400-500 m/min - (1300-1650 ft/min)

• Coating weight: 1-4 g/m2 (.61-2,4 ppr) Dry

•% solid:  20 to 45 %

• Application base- Water base; Cold seal;
• roto-print.    

•Application temperature: Room temp.

•Viscosity: 15 to 23 sec. (cup ford 4)



In-Register System
(Rotogravure)

Suitable for:
• In register printing or coating. 
• Cold Seal in register coating.

Description:
• Variable printing repeat 500-800 mm.
• Package will include register control system and motorized in-feed nip.
• Complete with Peristaltic Pump.



Semi-flexo (Offset Gravure)

Rubber roller

Steel Chromed
Coating rollerAdhesive tray

M

M

Rubber
pressure roller



Semi-flexo (Offset Gravure)
Used for :

• Solvent and water born
– Adhesives.
– Coatings: Lacquer, Heat 

seal, Release, Primers.

• Coating technology: 2 rollers Semiflexo.

• Speed:  Up to 450 m/min (1450 fpm)

• Coating weight: 2,5-6 g/m2 (1-6 ppr) Dry

• % Solid: 20-40%

• Coatings: Solvent-based; water   
based; lacquer

• Viscosity: 15 – 23 sec. (cup ford 4) 



Flexo “4 Rollers ”

Inking Roller

Anilox Roller
Coating
RubberSleeve

Back-up Roll
Steel-Cylin. 

Rubber
pressure roller

Rubber
pressure roller

Micrometric
Adjustment

MM M

Lifting Motor 
Adhesive tray



Flexo “4 Rollers ”Doctor Blade

Rubber
pressure roller

Back-up Roller 
Steel-Cylinder

Coating
Rubber-Sleeve

Anilox Roller

Chamber
Doctor Blade

Alternative 
pressure roller

Micrometric
Adjustment

MM M



Flexo “4 Rollers ”



PVDC (Saran)

Chamber
Doctor Blade

Rubber
pressure roller
(Not Used)

Engraved cylinder

M

Kiss Coating



PVDC (Saran)



Solvent Less



Solventless

A: Steel               B: Rubber

C: Steel               D: Steel

B

D

AC

M M

Line speedMetering speed

PLC Speed control

%



Coating Weight Control Technology

~ 80 µ (3 mil)

B

D A

Gap 
Adjustme
nt
(automati
c)

Gap 
Adjustme
nt
(operator
)

C



Solventless



Innovation:
• Electric-Electronics



• Siemens

• Windows XP© PC based Supervisor –

• Siemens  PLC-CPU Step 7®

• AC Digital Vector Motors & Drives

• ProfiNet Technology

• DCBus Technology

• Teleservice.

Main Characteristics
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- Off the shelf components.

- New releases announced globally.

- Globally integrated service network.

- One source for electric-electronics.

- Integrated training for Nordmeccanica service engineers.

- Service efficiency on every Nordmeccanica product.

- Nordmeccanica Product development.
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CPU

TS Adapter

TELESERVICE

Available service points:
- Nordmeccanica, Piacenza Italy. Service hours: 9,30 – 18,30  GMT
- Nordmeccanica NA, NY USA. Service Hours: 14,30 – 23 ,30 GMT



Innovation:
• UV-EB



Super  Combi   EB



Quartz 
PlateChilled 

Plate

UV
Lights

Super  Simplex UV



Nordmeccanica values



Stainless 

Steel

Integration



Customer Satisfaction

•The largest reference list in the industry.

•The largest count of Tier One customers. 

•The largest count of lamination and metallizer start  up 
companies.

•The largest count of back to back customers.



Quality

•Quality is a cultural attitude at Nordmeccanica.

•Every machine fully tested for quality before shipm ent. 

•Every internal procedure is monitored for Quality. 

•Suppliers are selected and monitored for Quality. 



•Global network.

•Inventories of parts at every remote location. 

•Integration of components.

•Off the shelf components.

•Partnership with key suppliers.

•Remote connection for troubleshooting.

Service



Product safety

• All products regardless of final destination are de veloped in 
accordance to stringent safety rules.

•CE for Europe and rest of the world. 

•OSHA for Nord America.

•Nordmeccanica is a UL and CSA registered Company.

• NFPA 79.



SUSTAINABILITY



Sustainability

•Pioneering Solvent Less lamination.

•Products developed using the most advanced energy s avings 
technologies.



• Regenerative drives.



55

• Mechanics: utmost attention to passive inertia and mechani cal friction
reduction.

• Drying systems: developed with the latest in energy savings and thermal
energy dissipation prevention.

• Inverter driven blowers in the drying system.

• Thermal insulation of ovens.

• Energy saving levels, achievable through the implementati on of what
above, can reach up to 35% once compared to a low energy effici ency
laminator.

System efficiency







Thank you


